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Battery Type LFP
Battery Module APB-10-PO APB-15-P0O APB-20-PO
Number of battery modules 2 3 4
Battery nominal energy 10.24kWh 15.36kWh 20.48kWh
Rated capacity [/ 200Ah 300Ah 400Ah
Rated power 5kwW 5kw 5kwW
Rated voltage 51.2V 51.2V 51.2V
Voltage range 50-58V 50-58v 50-58V
Max Charge Current 100A 100A 100A
Max Discharge Current 100A 100A 100A

Battery module parameters
Model APB-5-VO
Nominal energy 5.12kWh
Rated voltage 51.2V
Rated power 2.5kw
Size 685%355%185mm
Weight 50kg
General parameters

Display method LCD
Communication method 485,CAN
Size 685*1700*185mm
Weight 215kg
Protection grade IP65

Cooling method

Natural cooling

Work Temperature Charge: 0°C~55°C,Discharge: -20C~55C
Relative humidity range 5%~95%

Installation method Floor mounted

Maximum working altitude 4000m

Scalability

Up to 3 systems running in parallel

Certification standards

Authentication certificate

UN38.3,CE,IEC62619, UL1973,UL9540A etc.

[ 1] Test conditions: Chargedand discharged at 25°C and 0.2C maghnification, depth of discharge 100% DOD
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